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Modem Switch

OVERVIEW
The Modem Switch acts as a digital call processor to automatically screen and route 
incoming analog signals to the correct equipment.  The Modem Switch eliminates the need 
for a dedicated phone line and requires no PC interface or drivers to operate. 

FEATURES
• Easy to install

• Eliminates the need for dedicated phone lines

• Plug-and-Play™ device

• No PC interface or drivers needed

• Non-volatile memory holds all programming indefinitely

• Barge-in protection prevents interruption of ongoing calls to connected devices

Warranty
Three-year limited warranty. Complete warranty terms located at:  
www.acuitybrands.com/CustomerResources/Terms_and_conditions.aspx

Note: Actual performance may differ as a result of end-user environment and 
application.

Specifications subject to change without notice.

SPECIFICATIONS
Electrical
• Power Supply: 12VDC

Enclosure
• Enclosure: 8.15”W x 1.4”H x 2.4”D

Environmental
• Ambient: 32°F  to 104°F  (0°C to 40°C)
• Relative Humidity: 10 - 90% non-condensing

Functional
• ON/OFF (Status LED is located on the front of the device)
• Bus Connector: RJ-11

ORDERING INFORMATION

Example: LCDACC MODSW

LCDACC MODSW Modem Switch

MODEM SWITCH              

EnclosureSERIES
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SYSTEM OVERVIEW 

Title 24 System Component 

Cat. 5 cable with RJ45 connectors • Up to 127 digital addresses  •  Up to 4,000 ft.
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