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CONTACT 
CLOSURE 
SWITCH™

Catalog Number: Date: Project:

OVERVIEW
Contact closure based switch with 1-6 buttons per gang. Will operate with any of the GR 2400
digital devices with contact closure inputs, including any of the MicroPanel™ control panels, the Blue 
Box™ relay panel, and the DigiLink™ contact closure interface card.

FEATURES
• Durable switch will last for years.
• 1 - 6 buttons per gang
• Mounts in decorator switch plate (switch plate supplied by contractor)
• Exceptional tactile response

ORDERING INFORMATIONCONTACT CLOSURE SWITCH 

Number of Buttons & Style Button Color Plate Color

CCH[qty] = [qty] is 1, 2, 3, 4 or 6 buttons, Chelsea style
CCK[qty] = [qty] is 1 to 6 buttons, KnightsBridge style

BWH = All buttons white (CCH only)
BIV = All buttons ivory
BGY = All buttons gray
BBK = All buttons black
BRD = All buttons red (CCH only)
BGR = All buttons green (CCH only)
BBU = All buttons blue (CCH only)
BYL = All buttons yellow (CCH only)
BOR = All buttons orange (CCH only)

PWH = White plate
PIV = Ivory plate
PST = Stainless steel plate
PBK = Black plate (CCH only)

 * For additional options, please contact the factory. * For additional options, please contact the factory.

Warranty
Three-year limited warranty. Complete warranty terms located at:  
www.acuitybrands.com/CustomerResources/Terms_and_conditions.aspx

Note: Actual performance may differ as a result of end-user environment and application.

Specifications subject to change without notice.

 Dimensions:  1.3” w x 2.6” h x 1.625” d
 Switch plate:  Decorator style
 Mounting: 2.25” deep-switch box
 Max. CC switches: 4 zones per MicroPanel (S, DIM, or DH), 14 buttons per Blue Box or 

Digi Link, 4 inpust per Link-To A/D card
 Function: Positive ON, Positive OFF, Group Control, Toggle,  

Bypass or Scene Control, Manual Raise/Lower
 Programming: At DTC clock,  or via PC with Unity™ Lighting Control Software
 Humidity: 10-90% non-condensing 
 Ambient temperature: 32-105° F (0-41° C)
 Power supply: 3.3VDC
 Connector: 3–8 position conductor depluggable connectors 

(one input per button, one 3.3VDC and one common)

SPECIFICATIONS

MULTICOLOR EXAMPLES:
CCH6 BWH PWH 
6 button contact closure Chelsea with all white buttons and a white faceplate
CCK3 BGY PST 
3 button contact closure KnightsBridge with all gray buttons, and a stainless steel faceplate

http://www.acuitycontrols.com
http://www.acuitybrands.com/CustomerResources/Terms_and_conditions.aspx
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OVERVIEW

Contact Closure Switches are available in Chelsea style or KnightsBridge style. Chelsea comes in 1, 2, 3, 4 or 6 buttons, your choice of
white, ivory, gray, black, red, green, blue, yellow or orange buttons, and a white, ivory, stainless steel or black plate. KnightsBridge comes
in 1 to 6 buttons, your choice of ivory, gray or black buttons, and a white, ivory or stainless steel plate.

Chelsea Style KnightsBridge Style

Note: Acuity Brands does not provide the cover 
plate. Cover plate is provided by contractor.

http://www.acuitycontrols.com
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