SEQUENCE OF OPERATION:

LIGHTS
- ALL LIGHTS ARE DIMMABLE
- ALL LIGHTS ARE CONTROLLED TOGETHER
- MAXIMUM LEVEL CAN BE LIMITED TO 80%

OCCUPANCY
- LIGHTS AUTOMATICALLY GO FULL BRIGHT WHEN OCCUPIED
- LIGHTS AUTOMATICALLY TURN OFF OR DROP TO OPTIONAL LOW DIM SETTING WHEN SPACE BECOMES VACANT

DAYLIGHT
- SMOOTH CONTINUOUS DIMMING
- DAYLIGHT ZONES DEFINED BY RELAY MODULE WIRING
- NOT REQUIRED FOR AREAS WITHOUT WINDOWS OR THAT HAVE LOADS <150W IN SIDELIGHT ZONES

MANUAL
- ON/OFF & RAISE/LOWER CONTROL OF LIGHTS

ADDITIONAL OPTIONS:
- SPACE CAN BE CONNECTED TO NLIGHT BACKBONE TO ENABLE NET-WORK CONTROL OR TIME SCHEDULES (C405.2.2.1)
- HVAC CONTROL AVAILABLE THROUGH SYSTEM-WIDE BACNET INTERFACE OPTION ON THE ECLYPSE CONTROLLER OR THROUGH OCCUPANCY SENSOR AUXILIARY RELAY (AR) CONTACT OPTION

BILL OF MATERIAL

<table>
<thead>
<tr>
<th>QTY</th>
<th>PRODUCT #</th>
<th>DESCRIPTION</th>
</tr>
</thead>
<tbody>
<tr>
<td>2</td>
<td>nPP16 D EFP</td>
<td>RELAY PACK WITH 0-10V DIMMING OUTPUT</td>
</tr>
<tr>
<td>1</td>
<td>nPO0MA DX</td>
<td>ON/OFF &amp; RAISE/LOWER WALL PCD</td>
</tr>
<tr>
<td>1</td>
<td>nOM PDT 9 ADCX</td>
<td>OCCUPANCY AND DAYLIGHT SENSOR</td>
</tr>
</tbody>
</table>