
The economical Juno SlimBasics surface mount downlight in 5” and 7” delivers 
uniform light coverage with a discreet footprint. Evenly spaced LEDs and an 
attractive frosted lens virtually eliminate pesky shadows and darks spots, even 
when fully dimmed. The Juno SlimBasics is specially designed for residential 
and light commercial applications including multi-family and hospitality ideal for 
corridors, foyers, flexible living spaces, closets, hallways, pantries, stairways, 
mudrooms, and much more.

Juno SlimBasicsTM LED  
Surface Mount Downlight
Sleek, low-profile LED round surface mount downlights

CAN BE USED TO
COMPLY WITH 2019

DIMMER CONTROL 
DEVICE REQUIREMENTS
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The Juno SlimBasics features a clean, modern design and an unobtrusive, low-profile metal housing in a white finish.  These energy efficient 
LEDs provide long life and maximum cost savings, and are available in 3000K and 4000K LED color temperatures.  The Juno SlimBasics is sold 
in 4-packs with recyclable, environmentally friendly packaging. Check out the Juno LED Surface Mount Portfolio offering below.
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Juno® LED Surface Mount Portfolio

RLS Series JSBC SlimBasics JSF and JSFSQ SlimForm

Finish White White White (color trims available)

Lumen 700-1000 lumens 650-1100 lumens 700-1800 lumens

Sizes 4", 6" 5", 7"
5", 7", 11", 13" round; 5", 7" 12", 14" 
square

Shapes Round Round Round and Square

LED Technology Back-lit Back-lit Edge-lit

Mounting Surface and Recessed Surface Surface

Depth Profile 1.25" 1" <1"

Certifications UL, Energy Star CSA, Energy Star CSA, Energy Star

Listings Wet Location Damp Location Wet Location

Available CCTs 2700K, 3000K 3000K, 4000K 2700K, 3000K, 3500K

Decorative Trims No No Black, Bronze, Satin Nickel

Emergency Backup No No 11" and 13" round; 12" and 14" square

Input Voltage 120V 120V 120V and MVOLT

T24/JA8 Yes Yes Yes

Dimmable Yes Yes Yes

Packaging 4-color box w/window 4-color w/finger holes 4-color

Package Qty Sold individually Sold in 4-packs (cannot break packs) Sold individually

CRI 90CRI 90CRI 90CRI

Contractor Select 3000K CCT models 3000K CCT models No

Warranty 5 years 5 years 5 years

Series Size Color Temperature CRI Finish Packaging

JSBC     SlimBasics Surface Mount Downlight - Round 5IN 5" 30K 3000K 90CRI 90+CRI WH White CP4 M4 Pack of 4

7IN 7" 40K 4000K

 
Ordering Information

 
Example: JSBC 5IN 30K 90CRI WH CP4 M4


