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WIRE GUARD
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ORDERING INFORMATION

Series

WG1 Ceiling Mounted Sensor Wire Guard
WG2 Wall Mounted Sensor Wire Guard
WG3 Corner Mounted Sensor Wire Guard
WG4 Bracket Mounted Sensor Wire Guard

Model Number Short Description Size Compatible Sensor Series

WG1 Ceiling Mounted Sensor 
Wire Guard

7.00" Diameter, 3.25" High CM, CMR, nCM, rCMS, rCMSB

WG2 Wall Mounted  
Sensor Wire Guard

4.00"W x 6.25"H x 2.25"D WSX, WSXA, SPODMRD, SPODMRA, 
nPODM, NPODMA, rPODB, rPODBA, 
rPODLA

WG3 Corner Mounted  
Sensor Wire Guard

5.38"W x 7.75"H x 5.63"D WV, WVR, nWV, HW, nHW, HWR

WG4 Bracket Mounted 
Sensor Wire Guard

8.00"W x 8.00"H x 8.00"D CMB, SBOR, SBOR, CMRB, LSXR, 
rLSXR, rSBOR

SPECIFICATIONS

WG1 
WG2 
WG3 
WG4 
Wire Guards

Catalog Number: Date: Project:

OVERVIEW
Safeguard your nLIGHT Wired, nLIGHT AIR and SensorSwitch control investment by using SensorSwitch 
Wire-Guards “WG Series”.  All models offer excellent protection against physical damage both accidental 
and intentional.  Wire-Guards are ideal for schools, colleges, hospitals, nursing homes, stores, hotels, and 
any public building where there is a threat of malicious intent.   These units are constructed with a sturdy 
9-gauge steel that is coated with a heavy-duty polyester, which may be used in both indoor and outdoor 
control applications.  When used with a radio device RF performance will be degraded compared to 
standalone device performance.

FEATURES
• Compatible with ceiling, wall, fixture, and corner mount sensors 
• 9-Gauge Coated Steel Wire
• Easy Installation and Removal
• Paintable 
• Universal white, heavy duty, polyester coating
• Paintable
• CSFM and MEA approved
• UL Listed
• LED Status Indicator on Sensor Remains Visible

WG1
WG4

WG2

WG3Warranty 
Five-year limited warranty. This is the only warranty provided and no other statements in this specification 
sheet create any warranty of any kind. All other express and implied warranties are disclaimed. Complete 
warranty terms located at: www.acuitybrands.com/support/warranty/terms-and-conditions
Note: Actual performance may differ as a result of end-user environment and application. 
Specifications subject to change without notice
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